CONTROLLER BOARD CONVERSION KIT

Rev. 2009
Installation Instructions

Part Number: PUPKIT
IMPORTANT SAFEGUARDS

READ CAREFULLY

CAUTION: This upgrade installation requires you to have installed the newer type solenoids. Older solenoids will have both wires the same color. The newer type will have a red and a black wire. Use of older type solenoids will void all warranties. 
If your system has a loading resistor (looks like a strip heater) connected across the old transformer’s red and yellow wires, it will no longer be required.
Always disconnect power supply prior to servicing turnstiles
.

Heed Warnings – All warnings on the unit and in the operating instructions should be adhered to.
Revision Note: With this revision, the notations CW and CCW have been replaced with the more meaningful terms ENTRY and EXIT.
1. Turn off electrical power before removing cover.

2. From the secured side (inside) of the turnstile, remove the cover access panel (above).

3. Remove all wiring from existing controller board, making sure to tag wires for identification.
A. Determine which card reader wires, indicator lamps and solenoids will be designated for entry and for exit and mark accordingly. If you have solenoids with a red(+) and black wire(-), be sure to observe proper polarity when reconnecting to the new Control Board Subassembly.
B. Red and Green indicator lamps will no longer be connected through the old locking bar micro-switches. They will now be connected to points on the Control Boards. If you have LED type lamps, be sure to observe polarity.
C. Identify the Rotation Switch and the Limit Switch and mark each set of wires accordingly.
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4. Remove screws attaching controller board to mounting plate. Remove screws holding existing power transformer 
5. Remove existing controller board and power transformer. Retain the transformer mounting plate with the 115VAC terminal board as you will need to use it to extend the 115VAC wires to reach the new Control Board Subassembly.
6. Remove all remaining standoffs. Mark the position of the four corner standoffs of the

mounting plate. These will be used to mount the new Control Board Subassembly.

7. Mount the new control board subassembly using the four marked holes with four screws and nuts with lock washers. Tighten securely.

8. Rewire the turnstile according to enclosed wiring diagram. Pay particular attention to the routing of wires. The extended 115VAC wires should be routed as far away from the remaining wires as possible.  Dress all wiring in a neat and secure manner to avoid contact with any moving part or mechanism. 
9. Important: Be sure to connect the solenoid wires according to their proper polarity and function: Fail Lock or Fail Safe 

Prior to Applying Power
Check to ensure all wire connections to both the power and controller are secure.

Make sure the turnstile is grounded and the grounding screw is tightened.

10. Remove tools and re-attach access panel.

11. Apply power.

12. Cycle test for proper operation a minimum of 3 times in each direction of rotation.

INSTALLATION DOs AND DON'Ts

DO......... Read all instructions thoroughly before proceeding with the installation.

DO......... Pay special attention to all referenced drawings when installing turnstile.

DON'T... Service the turnstile without turning off the power.

DON'T... Discard these instructions after installation.

Caution: Improper installation WILL VOID all warranties on this product.
If you should have any questions or need more information, please contact our Technical Support
Department.
Turnstiles.us
8641 South Warhawk Road
Conifer, Colorado 80433
Phone: (303)-816-1781
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